
■Product Name
・GTEW16□6JTE-□□□-TR

■Features
1. High Reliability
・Ave. Lifetime more than 60,000h
(Flux maintenance above 70%)
・Anti-sulfuration package
No flux degradation at 192hr (40deg./80%,  H2S 3ppm)

2. Thermal Characteristics
・Rth(j-s) 15deg./W

GTEW16□6JTE-□□□-TR

White ＬＥＤ
1watt Class High Efficiency LED

(IF=350mA)

L5.0 x W5.0 x H1.0 mm

RoHS compliant

Pb-free soldering
compatible

URL http://stanley-components.com/en

*Performance and specification may revised without prior notice, in accordance to meet the engineering development. 
It is recommended to confirm the most updated specification before designing. Updated Sept 2014

■Electro-Optical Characteristics

■Package Dimensions

2300      - GTEW1656JTE-23X-TR 3.0V 110 105 97

Under development

Mass production

■Sorting chart for Chromaticity coordinates
(ex：5000K）

Forward Current 600mA

Operating Temp. －30℃～+85℃
Storage Temp. －30℃～+100℃
Junction Temp. 125℃

Absolute Maximum Ratings
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GTEW16□6JTE-□□□-TR
1watt Class High Efficiency LED

6J

■Anti-sulfuration


